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CHAPTER 1 INTRODUCTION

CHAPTER OVERVIEW

This chapter provides an introduction to the L-1 Identity Solution 4G Lite product family devices.
The 4G CR-Pass, 4G V-Flex Lite, 4G V-Station Lite and 4G Secure Control, their specifications
and features, and safety guidelines that should be observed when using or handling the devices.

This manual provides step-by-step procedures for installing all L-1 Identity Solutions 4G Lite
devices. It covers the entire process of physically installing the device, making the necessary
power, ground, and network connections, and registering the device with the SecureAdmin Lite
administration software. Instructions for field repairs and cleaning are also provided.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 11
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1.1 SYMBOLS USED IN THIS GUIDE

The symbols shown below are used throughout this manual. They denote special issues the user
might encounter. Their definitions are given below.

This symbol denotes a danger condition that may cause death or
excessive damage to property.

WARNING

This symbol denotes a warning condition that may cause severe
injury or major damage to property.

CAUTION

This symbol denotes a cautionary condition that may cause injury or
minor damage to property.

This symbol denotes a situation needing additional advice to avoid
incorrect usage.

e b bk
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1.2 PRODUCT OVERVIEW

1.2.1 4G CR-PASS, 4G V-FLEX LITE & 4G V-STATION
LITE

Figure 1.1 4G CR-Pass, 4G V-FLEX LITE & 4G V-STATION LITE

4G V-Station Lite

4G CR-PASS, 46 V-FLEX LITE and 4G V-STATION LITE

€ Tricolor Pass/Fail LED &
@ Power Indicator LED 4G V-Flex Lite (back) 4G V-Flex Lite bjaserypr
© Internal Smart Card or I

Proximity Reader (optional PR

on V-Flex Lite and V-Station Lite) 4G CR-Pass
€@ USB Port (bottom of device)
€ 1/0 Port 26 Pin Connector

4G V-FLEX LITE & 4G V-STATION LITE
@ Ridge Lock & Finger Scan Sensor

4G V-STATION LITE ONLY
0 1.5” color LCD screen

@ PIN Keypad
© navigation Keys

NOTE: 4G CR-Pass, 4G V-Flex Lite and 4G V-Station Lite Relay 1 & 2 rated for 30VDC @ 1 Amp Contact Rating Inductive load.
Product images are not to scale. All the products in the 4G Lite line share the same wire connections at the back.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 13
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1.2.2 4G SECURE CONTROL

Figure 1.2 4G SECURE CONTROL

4G SecureControl

€ Power and Status LED's

@ Device Status LED's

© Door Status LED's

@ Reset Push Button
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@ Ethernet Port
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@ Terminal Blocks
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NOTE: SecureControl Relay 1 & 2 rated for 30VDC @ 3 Amps Contact Rating Inductive load.
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1.3 DEVICE DIMENSIONS

1.3.1 4G CR-PASS

Figure 1.3 4G CR-PASS (IN MM)

| T |
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1.3.2 4G V-FLEXLITE
Figure 1.4 4G V-FLEX LITE (IN MM)
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1.3.3 4G V-STATION LITE
Figure 1.5 4G V-STATION LITE (IN MM)
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1.3.4 4G SECURE CONTROL

Figure 1.6 4G SECURE CONTROL (IN MM)
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1.4 SAFETY PRECAUTIONS

Below are safety precautions that should be observed when operating or installing a device.

1.4.1 ELECTROSTATIC DISCHARGE

L-1 Identity Solutions recommends that Administrators inform Users of these points during the
enrollment process:

V  Always use the Ridge-Lock to position a finger *before* touching the
sensor.

V  Always stand on the ESD-dissipative floor covering (if installed).
V Do not touch other people or objects when touching the sensor.

V  Always maintain at least 12 inches of space around yourself when touching
the sensor.

V Do not allow articles of clothing to touch the sensor.

L-1 Identity Solutions recommends that Installers always follow these points (in addition to the
points listed above):

V  When installing or working on a unit, always use a grounding wrist-strap
that is connected to a quality Earth ground.

V  Check the device's cabling for ground faults.

V  Ensure that the device's ground connection (located on the rear of the
device) is connected to a quality Earth Ground.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 20
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1.4.2 DEVICE HANDLING GUIDELINES

V Do not install the device in locations where the device would be exposed to
direct sunlight, high levels of relative humidity, particulate matter, or
flammable vapors.

Do not install the device near radiators or other heat sources.
Do not allow magnetic objects to come within close proximity to the device.
Strong magnetic fields might damage the device.

Do not let liquids spill on the device.

< < < < <

Do not attempt to alter the device for any reason. Modifications will void the
product warranty.

V Do not attempt to disassemble the device in any way beyond what is
necessary for sensor field replacement.

V Do not use the device for any purpose other than for what it was designed.

V Do not plug any equipment into the USB port other than flash memory
devices.

V Do not allow users to place or hang objects on the device, such as coffee
Cups or purses.

V Do clean the device regularly to remove dust, grime, and fingerprint residue.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 21
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CHAPTER 2 PLANNING THE INSTALL ATION

CHAPTER OVERVIEW

This chapter details how to plan a successful installation, recommended steps, and explains the
hardware and software components of typical setup scenarios.

Planning the installation is the single most important aspect of a successful installation. In general,
you need to consider the access controller, the door locks, the devices, and the need for a
network. By the time you are ready to install the system, all of the details presented in the list
below should be known. Take a moment to go through them now before starting your installation.

During the planning phase, you should determine:
V What type of authentication is required for your application?
V How many doors need to be secured?

V  What type of device will be on each door? Doors already inside a secure
area might not need the same type or level of security.

V If multiple 4G Lite devices require networking for template
distribution/management, then a dedicated PC is recommended to
administer the system, as well as an RS-485 to RS-232 converter, and
cabling for serial communications or cabling for Ethernet.

V Verify that the chosen access controller supports the Wiegand formats
supported by 4G Lite devices.

V ldentify all wiring by the signal levels it is to carry. Use separate cables and
conduits for different signal groups to avoid cross talk. Plan to separate them
by these groups:

Power distribution: Wires carry power to devices, door strikes, etc.
Data communication: RS-485, USB, Wiegand, Ethernet, etc.
Signal: Door contact, request-to-exit push button, alarm input, etc.

V When planning device placement, determine the distance limitation of each
signal type and use repeaters if necessary.

If you have any unresolved issues with the items on this list, contact L-1 Identity Solutions
Technical Support for additional information before beginning any installation.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 22
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4G Lite devices should be installed by only a qualified technician. If
you are not qualified to perform an installation task, call L-1 Identity
Solutions Technical Support or contact a qualified installer.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 23
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2.1 RECOMENDED STEPS FOR A SUCCESSFUL
INSTALLATION

Every installation is unique. Sometimes the issues are well defined and can be handled in a
standard fashion; sometimes the issues are very specific and may not be immediately
recognizable.

L-1 Identity Solutions recommends following these steps for a successful installation:
V Plan the installation - Choose the type of hardware required, decide if a
network is required, and decide on the location and number of required
devices.

V Unpack all items - Unpack all items and check against the packing list.

V Install network hardware components - Install the cabling and
components needed to run the system.

V Install software - Install the software needed to set up the devices.

V Preconfigured device - Connect the device to the USB cable, supply power
to the device, and preconfigured the device.

V Mount devices - Mount the devices in their final locations

V Power distribution and device hook up - Connect the device wiring via
the back panel.

V Power-up procedure - Check the power connections and start the system
safely. Enroll users into the system (for user enrollment procedures).

Chapters 3 through 7 in this document present more information on these steps.

© 2012 - L-1 Identity Solutions Inc. All rights reserved 24
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2.2 REQUIREMENTS

2.2.1 HARDWARE REQUIREMENTS

V Deadbolt/door strike

V Snubber diode required to protect regulated DC power supply from inductive
kickback(1N4007 diode or equivalent recommended)

V Separate power supply for the deadbolt/door strike based on supplier's
recommendations.

V External relay (if required)

V Networking cable

© 2012 - L-1 Identity Solutions Inc. All rights reserved 25
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2.2.2 WORKSTATION REQUIREMENTS

V PC workstation with:
V 1-10 Terminal Installation
0 1GHz Intel(r) Pentium(r) 4 processor or equivalent
0 1GB RAM (2 GB recommended)
V 11-100 Terminal Installation
o One Quad-core processor
o Memory 8-16 GB RAMCD-ROM drive
One available COM port or USB port
Ethernet card
Display: 1024 x 768 high color (minimum)
Regulated DC Power supply
Door controller

TCP/IP network environment

< < < < < < <

RS-232 to RS-485 converter with power supply (for advanced administrative
features).

© 2012 - L-1 Identity Solutions Inc. All rights reserved 26
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2.2.3 COMPUTER & NETWORK REQUIREMENTS

2.2.3.1 SUPPORTED OPERATING SYSTEMS

SecureAdmin Lite Server and SecureAdmin Lite Client support these operating systems:
V  Windows Server 2003 R2 (32-bit)
V  Windows Server 2008 (32-bit)
V  Windows XP Service Pack 2 or higher (32-bit)

V' Windows 7(32-bit & 64-bit)

2.2.3.2 STORAGE REQUIREMENT

Table 2-1 STORAGE REQUIREMENT

SOFTWARE Hard Disk Space Requirement
SecureAdmin Lite Server 10 MB
SecureAdmin™ Client 25 MB

Microsoft.NET Framework 3.5 SP1 | 600 MB
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2.2.3.3 SQL SERVER 2008 EXPRESS EDITION

V Hard disk space: 350 MB of available hard-disk space for the recommended
installation. Approximately 425 MB of additional available hard disk space
for SQL Server Books Online, SQL Server Mobile Books Online, and sample
databases.

V During installation of SQL Server 2008, Windows Installer creates temporary
files on the system drive. Before running setup to install or upgrade SQL
Server, verify that at least 2.0 GB of disk space is available on the system
drive for these files

V Actual Hard Disk Space Requirements: 280 MB for the recommended
installation.

2.2.3.4 NETWORK REQUIREMENTS

V The 4G Lite devices function on 100baseT networks.
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2.2.4 SOFTWARE REQUIREMENTS

Both SecureAdmin Lite Server and SecureAdmin Lite Client require these software applications
as prerequisites:

V .net Framework 3.5
V  Windows Installer 4.5
V SQL Server 2008 Express Edition
If these applications are not already installed, they will get installed during the setup process.

SecureAdmin Lite Server and SecureAdmin Lite Client also require System Administrator access
to install the application.

SecureAdmin Lite uses a self-signed certificate (x.509 certificate) with a file extension of .pfx as
default certificate. Certificate is installed on both SecureAdmin Lite Server and SecureAdmin Lite
Client components.

You have the option of installing your own certificate, which must be purchased from a recognized
authority in advance. In case of custom certificate, it should be first installed on the PC. During
SecureAdmin Lite Server & Client installation, you need to provide name and other details of the
custom certificate.
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2.3 UNPACK EQUIPMENT 1 PART LIST

2.3.1 4G CR-PASS, 4G V-FLEX LITE AND 4G V-STATION
LITE

< < < < < < <

< < < < < <

Qty 1 - 4G CR-Pass or 4G V-Flex Lite or 4G V-Station Lite Device

Qty 117
Qty 11
Qty 117
Qty 11
Qty 117

Qty 11
Length

Qty 11
Qty 117
Qty 21
Qty 21
Qty 21
Qty 117

Installation CD

Stainless Steel Wall mounting plate
4G Micro-USB Device Cable

4G Micro-USB PC Cable
Clamp-on Ferrite Core

Machine Screw, Pin-in-Hex Security, Pan Head, SST, 6-3 2 ,

Security Key, Pin-in-He x, 2. 50 Length
Security Screw Retainer, Stainless Steel
Self-Tapping Screw, Philip Pan
Dry Wall Anchor, Nylon, #4-8 , 10 Length
Machine Screw , Philip Pan Head, SST,6-3 2, 3/ 40

ABi oscrypto Logo Sticker

© 2012 - L-1 Identity Solutions Inc. All rights reserved
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2.3.2 4G SECURECONTROL

Qty 1 - 4G SecureControl Device

Qty 17 Terminal Block, 1x12po, 3.5mm, RA

Qty 17 Terminal Block, 1x14po, 3.5mm, RA

Qty 47 Dry Wall Anchor, Nylon, #4-8, 10 Lengt h

Qtydi Self-Tappi ng Screw, Philip Pan Head, S.
QtyliABi oscrypto Logo Sticker

Qty 17 Clamp-on Ferrite Core (WLAN only)

< < < < < < < <

Qty 17 Antenna, Omni Plug Connector (WLAN option)
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2.3.3 DOCUMENTATION

4G CR Pass, 4G V-Flex Lite and 4G V-Station Lite:
V 1 Installation Guide (on Installation CD)
V 1 Operator's Manual (on Installation CD)
V 1 Quick Start Guide (on Installation CD and printed copy in package)

4G SecureControl:

V 1 Quick Start Guide (printed copy in package)

The documentation is provided in Adobe Acrobat format (PDF). The Adobe Acrobat Reader
application is available on the Installation CD or at: http://www.adobe.com
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2.4 CHOOSING THE INSTALL LOCATION

2.4.1 4G CR PASS, 4G V-FLEX LITE AND 4G V-STATION
LITE

4G CR-Pass, 4G V-Flex Lite and 4G V-Station Lite devices are designed to mount on either a
single-gang electrical box or on any flat surface. Consult with local professionals regarding any
building and safety codes that might affect your installation. The correct mounting height is shown
below.

Factors to consider when determining the position of a device on the wall:

V Proximity to other switch plates or fixtures (the device should ideally be
mounted in-line with other plates or fixtures)

V Distance from the floor to the top of the device (L-1 Identity Solutions
recommends using a height between 48 and 54 inches).

V The device should be mounted on the knob side of the door

V Compliance with the Americans with Disabilities Act if in the United States.
Information about http://www.usdoj.gov.

Figure 2.1  CORRECT MOUNTING HEIGHT

48 - 54~
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2.4.2 4G SECURE CONTROL

4G SecureControl devices can be used in combination with any 4G Lite devices (up to quantity of
4) for control of up to 2 physical doors. 4G SecureControl devices are also designed to be placed
on the secure side of the installation. 4G SecureControl must be placed in an area that is
accessible only by Administrators and not by users during normal operation. Some examples of
installation options for 4G SecureControl include:

1 Fastened or securely placed in the ceiling

1 Wall-mounted
All of the above scenarios are valid given that the location is on the secure side of the installation.
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2.5 PLAN DEVICE NETWORK

The 4G Lite devices feature a built-in single-door relay that allows them to control a single door
lock. They can therefore function on their own or as part of a larger access control system.

System component selection is specific to each installation, but a minimum system would consist
of a 4G Lite device mounted on or near an access point, an electric lock, and cabling.

A more complex system might consist of devices at multiple access points (each with an electric
door lock), a multi-point controller, networking, and a PC to run the access controller and
SecureAdmin Lite Server software.

See the diagram below for an example (nhon-Ethernet) system diagram.

Figure 2.2  EXAMPLE RS-485 SYSTEM DIAGRAM

"
Regulated —((hTeO;))
DC Power
Supply 2 3 3 3 3 RS-485
I/ |/ |/ R5-485
Signal GND
Device EGND Device EGND Device EGND Device EGND,/C o
1 1 l__ g
p— — p— _I_ Twisted
Datal — |Pair
Door 13 Data )% 3 P 3 3
Controller Wiegand GND. d RS-232 / RS-485
Converter
{optional)
Computer

Installation of locks and access controllers should be completed according to their respective
manufacturers' specifications and in accordance with all local codes. Final connections to the
device are explained in more detail in Chapter 4.

To avoid externally generated transients, do not run any wires near utility AC power wiring,
lightning rod grounding wire, etc. Grounding equipment is required for ESD protection and safety.
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2.6 NETWORK TYPE

2.6.1 CHOOSE NETWORK TYPE

If your installation requires the use of network communications, then the choice of cable, the cable
run length, the network topology, and the termination of the network are important aspects that
must be considered. The 4G CR-Pass, 4G V-Flex Lite and 4G V-Station Lite devices can be
networked using RS-232, RS-485, or Ethernet protocols.

The table below outlines relevant parameters of the RS-485, RS-232, and 100baseT Ethernet
communication protocols.

Table 2 -2 COMMUNICATIONS NETWORK COMPARISON

Spec RS-485 100BaseT

Mode of Operation Differential DC Multi
Coupled

DC Isolation No No

Maximum Distance | 4000 feet 330 feet

Number of Devices | 31 Unlimited

on one line

Maximum Data 57600 bps Auto-

Rate (recommended) negotiated
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2.6.2 RS-485

RS-485 has two distinct advantages over the more common RS-232. First, it allows you to
connect up to 31 4G Lite devices to a PC with an external RS-232 to RS-485 converter (available
from L-1 Identity Solutions). Second, the RS-485 specification allows for cable run lengths up to
4000 feet (1200 meters) at modest baud rates.

An RS-485 network is required instead of RS-232 if:

V Multiple devices must be connected together so that templates can be
distributed among the devices

V The installation has only a single device, but it is over 150 feet (45 meters)
from the host PC.

2.6.2.1 RS-485 CABLE SPECIFICAT ION

4G Lite devices provide a 2-wire, half-duplex RS-485 interface. The main cable run should be low
capacitance, twisted-pair cable, with approximately 120 ohm characteristic impedance. Category-
5 rated communications cable is used in RS-485 networks and its characteristics are defined
below. This is the recommended cabling for RS-485 communications. The cable connection
includes a differential line (A and B) and a GND connection.

Table 2 -3 CATEGORY 5 CABLE CHARACTERISTICS

Specification Recommendation

Capacitance (conductor to conductor) | <20 pF/ft.

Characteristic Impedance 100 - 120 ohms

Nominal DC resistance <100 ohms/1000 ft.

Wire gauge 24 AWG stranded
Conductors/Shielding >2 pair (shielding is recommended)
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2.6.2.2 RS-485 CABLE LENGTHS

As outlined in the RS-485 specification, the total length of the communication cable (adding up alll
of the segments of the run) should not exceed 1200 meters (4000 feet). Although the RS-485
specification calls for a maximum cable length of 1200 meters and provides a maximum baud rate
well above that of the 4G Lite device, a more conservative system should be configured to no
more than 1000 meters and run at a baud rate of 9600 bits per second. After the network is
configured and is running in a stable manner, the baud rate can be increased if faster network
communications are desired.

Drops (down-leads, stubs, T-connections, etc.) to equipment are not recommended, but if
required, should not exceed one foot) and should use the same cable recommended above. On a
long stub, a signal that travels down the wire reflects to the main line after hitting the input
impedance of the device at the end. This impedance is high compared with that of the cable and
the net effect is degradation of signal quality on the bus.

2.6.2.3 RS-485 NETWORK TOPOLOGY

Communication cables for RS-485 should be laid out in a daisy chain configuration (See Figure 2-
3). Long stubs or drop downs and the star configuration should be avoided because they create
discontinuities and degrade signal quality. The star configuration usually does not provide a clean
signalling environment even if the cable runs are all of equal length. The star configuration also
presents a termination problem, because terminating every endpoint overloads the driver.
Terminating only two endpoints solves the loading problem, but creates transmission line
problems at the unterminated ends. A true daisy chain configuration avoids these problems.

The device on the end of the network should be terminated with a
120 ohm resistor.
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Figure 2.3  NETWORK TOPOLOGIES STAR AND DAISY CHAIN CONFIGURATIONS

Star e . ] ¢ Daisy

A Daisy configuration is recommended over a Star configuration.
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2.6.3 ETHERNET

If your system is to be configured for use over Ethernet, the wiring will be slightly different.
Communication cables for Ethernet logically form a straight line bus but the more devices on that
bus, the less efficient the network becomes due to increased collisions, and the weaker the signal
will get over distance. Repeaters can be used to boost the signal strength; however, a better
solution is to place switches at intermediate positions along the bus. The most common Ethernet
topology in use today is the star configuration with a hub or switch in the center.
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2.7 CHOOSE POWER SOURCE

4G CR-Pass, 4G V-Flex Lite, 4G V-Station Lite and 4G SecureControl devices can be powered
by several methods:

V 12V DC regulated (4G CR-Pass, 4G V-Flex Lite, 4G V-Station Lite and 4G
SecureControl)

V Power Over Internet (PoE) through an inline PoE 802.3af power injector (4G
CR-Pass only)

Power sources should be:

V Isolated from other equipment

V Filtered
V Protected by an Uninterruptible Power Supply (UPS) or battery backup
\Y

Protected by a voltage suppression device if transient electrical surges are
an issue in the location.

When planning a system, know the power requirement of each device. If multiple devices are to
share a common power supply, exercise care to avoid excessive voltage loss on the wires.
Voltage loss can lead to communication problems when devices are talking and/or listening on
different ground references.

Voltage loss is directly proportional to wire resistance and the current the wire carries. Always
place the device as close as possible to the power supply and always select a wire size
appropriate for the load. 4G Lite devices run on DC power between 12 V and 24 VDC.

Power requirements for all 4G CR-Pass, 4G V-Flex Lite, 4G V-Station Lite and 4G SecureControl
models are listed below:

Table 2 -4 4G LiTE POWER REQUIREMENTS

Power Requirement: 12 watts
Input Voltage Range: 12-24 VDC (-10%, +15%)
Peak Current (12 VDC) = 500 mA

Peak Current (24 VDC) @ 250 mA
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Most power supplies on the market today provide good input and output isolation. However,
power supplies which do not provide isolation (or have high leakage capacitance), coupled with
accidental AC power line interchanges, present serious ground fault problems for installers. With a
ground fault, the signal reference between subsystems may be 115 VAC apart. If these
subsystems are interconnected, the large potential difference can cause equipment damage or
personal injury. L-1 Identity Solutions recommends using a dedicated regulated DC power supply.

All factory-supplied power supply assemblies are either switching or regulated linear supplies and
are isolated for safety and to minimize ground loop problems.
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CHAPTER 3 INSTALL SOFTWARE

CHAPTER OVERVIEW

This chapter shows how to install, repair, modify, upgrade, and uninstall the SecureAdmin Lite
Server and Client software packages.

To install the SecureAdmin Lite software, the user must have Administrator rights. Any software
required to install SecureAdmin Lite is detected and installed automatically during the setup
process.
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3.1 SECUREADMIN LITE SERVER

3.1.1 INSTALL SECUREADMIN LITE SERVER

To install the SecureAdmin Lite Server software, follow these steps:

1. Insert the CD into the optical drive. If Autoplay is enabled, the installation process will start
automatically. A menu is displayed. If Autoplay is not enabled, start the installation
process manually by double-clicking the Setup.exe file located in the "Bioscryptsetup”
folder on the root of the CD.

2. New Launch screen showing SecureAdmin Lite selection

Figure 3.1 LAUNCH SCREEN T SECUREADMIN LITE

4G Reader Network - Secure Admin

LR
b I__l 4G Lite Reader Network - Secure Admin Lite
L

- IDENTITY : : . ;
**SOLUTIONS 2G, 3G & 4G Lite Reader Mixed Network - SecureAdmin

3. Click 4G Lite Reader i SecureAdmin Lite option.
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Figure 3.2  LAUNCH SCREEN T INSTALLATION 32-BIT OR 64-BIT

4G Reader Network - Secure Admin

i L_l 4G Lite Reader Network - SecureAdmin Lite

;s IDENTITY
2 SOLUTIONS

2G, 3G & 4G Lite Reader Mixed Network - SecureAdmin

4. Select appropriate installation (32-bit or 64-bit) according to your Operation System.
To determine if your computer is running a 32-bit or 64-bit OS version, please refer to the
link below:

http://windows.microsoft.com/en-CA/windows-vista/32-bit-and-64-bit-Windows-
frequently-asked-questions
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Figure 3.3  INSTALL MENU

I8l SecureAdmin Lite Installation Wizard

Server Installation

# Client Installation

ﬂ Read Manual

5. Click Server Installation.
6. InstallShiled Wizard will prepare SecureAdmin Lite Server Setup

© 2012 - L-1 Identity Solutions Inc. All rights reserved 46



2 IDENTITY
+¢ SOLUTIONS
BIOSCRYPT

ENTERPRISE ACCESS SOLUTIONS Install Software

Figure 3.4  INSTALLSHILED WIZARD

InstallShield Wizard |

i Secureddmin Lite Server Setup iz prepaning the Installshield
L =1 wizard, which will quide vou through the program setup process.
Flease wait.

Preparing to [nstall...

] i LCancel

Figure 3.5 SECUREADMIN LITE SERVER INSTALLATION WIZARD

SecureAdmin Lite Server - Installshield Wizard | x|

; TITY
H TIONS

Wwelcome to the Secureddmin Lite Server Installation wizard

The Secureddmin Lite Server Installation ‘wizard will inztall Secureddimin Like Server on pour
computer.
To continue, click Mest.
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7. The Secure Admin Server Installation Wizard is displayed. Click Next to continue the
setup process.

Figure 3.6  SECUREADMIN LITE SERVER LICENSE AGREEMENT

SecureAdmin Lite Server - Installshield Wizard | x|

Fleaze read the following licenze aareement carefully.

fE
« IDENTITY

SecureAdmin LiteTM -
« SOLUTIONS

End User License Agreement

PLEASE READ THIS CONTRACT CAREFULLY. BY
CLICKING "I ACCEPT..." IN THE SPACE PROVIDED
BELOW, YOU ACCEPT ALL THE TERMS AND CONDITIONS
OF THIS CONTRACT BETWEEN BIOSCRYPT
INCORPORATED, AN L-1 IDENTITY SOLUTIONS COMPANY,
("LICENSOR") AND YOU ("LICENSEE"). IFYOU DO NOT
AGREE TO THE TERMS AND CONDITIONS BELOW, CLICK
"I DO NOT ACCEPT..." AND IMMEDIATELY RETURN THIS
PRODUCT TO LICENSOR.

IMPORTANT - READ CAREFULLY: Thiz End-User Licenze
Agreement ("EULPL"]I is & legal agreement between yvou (either an -l

A T T T T T T T T T 1 T,

£ | accept the terms of the license agreement ﬁ

| do not accept the terms of the license agreement

8. The L-1 Identity Solutions License Agreement is displayed. Select the radio button to
agree with the terms and then click the Next button (You must accept the terms of the
licence agreement to continue the installation process). You can print the agreement on
the configured printer.
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Figure 3.7 SECUREADMIN LITE SERVER CHOOSE DESTINATION LOCATION

SecureAdmin Lite Server - Installshield Wizard | x|

.- |__1 Setup will ingtall Secureddmin Lite Server in the following folder.

«: IDE NT|_TY To inztall to thiz folder, chick Mest. Toinstall to a different folder, click Browse and zelect another
« SOLUTIONS falder.

Destination Folder
|7|::'xF'n:|gram FileshBiozcrppth S, Lite' ﬁ

9. The Choose Destination Location screen is displayed. Accept the default installation
folder and click the Next button or click Browse to choose your own installation path. After
you specify a destination folder, the Database Selection screen is displayed.
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Figure 3.8 DATABASE SELECTION

SecureAdmin Lite Server - Installshield Wizard | x|

Select databaze for Secureddmin Lite Server and click nest to proceed.

% |nstall SOL Server 2008 Express Edition

{ Connect to existing SOL Server 2008

10. For the computer which does not have any instance of SQL Server 2008 choose Install
SQL Server 2008 Express Edition and click on Next. On selection of SQL Server 2008

Express Edition option, it will be installed locally if it is not already installed.

11.1f the computer has any SQL Server 2008 then click on 6 @nect to existing SQL Server

20086 and Oéxi. Select existing database instance of SQL Server 2008 from the
drop-down of Database server that you are installing to.

Please note if the computer has any one instance of SQL Server

2008 then setup will not launch SQL Server setup and reach to next
page.
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12.Select Windows authentication or Database server authentication option and enter a
valid login ID and password values.

13.Enter the name of the database catalog or click Browse to select an existing database
catalog. Click Next to continue.

Figure 3.9 CONNECTING TO SQL SERVER OPTION

SecureAdmin Lite Server - Installshield Wizard | x|

" IDENTITY
« SOLUTIONS

Databaze server that pou are inztalling bo;

I[IucaI]HSE!LEXF'HESS

Click the Browse button to get list of all zervers available on network,

Connect uzsing:

& windows authentication

™ Databaze Server authentication uzing Login 1D and password below
Login 1D

&3

Pazaword:

Mame of databaze catalog:
SALiteD B
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14.During SecureAdminLite Ser ver i nstallation, there is a

during which a Default or Custom Certificate option has to be selected.

Figure 3.10 DEeFAULT CERTIFICATE CONFIGURATION

SecureAdmin Lite Server - InstallShield Wizard

IDENTITY ' Default Certificate
« SOLUTIONS ¢ Custom Certificate

Certificate Name |4GSAS erver

Store Location |Loc al Machine :_l

Store Name | Personal 7
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15 By dell®AGCS6 6certi ficate issued by 6L1I DAGCADG ¢
under Personal & Trusted Root Certificates.

Figure 3.11 DEeFAULT CERTIFICATE
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